DA-212

(2) 1x2 Distribution Amplifier
Instruction Manual

COMPU-VIDEO SYSTEMS INC.
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Thank you for purchasing one of our products. Please read this manual before using this
product. When using this product, always follow the instructions contained in this manual,
and pay attention to the safety information.



WARNING!

Do not expose this product to water, rain or moisture.
Doing this can result in electric shock or yre.

Never take this product apart or try to modify it.

Doing so is very dangerous and could result in electric shock.

Do not store this product near open pame.

Do not use this product near open pame or place lit or pammable items, such as
candles, incense, ect., on it.

Do not place any containers ylled with water or other liquids near this product.
Doing so could result in yre or electric shock if the liquid spills and enters the product or
gets it wet. If a liquid spills near this product, unplug the product immediately.

Do not remove or insert the power supply with wet hands.

Doing so could result in electric shock.

Do not use the power supply in any of the following ways.

Doing so could result in yre or electric shock.
Modifying or heating the power cable

Damaging the power cable

Bending or tugging on the power cable unnecessarily
Knotting or kinking the power cable

Setting heavy objects on the power cable

When moving this product , yrst unplug the power supply from the outlet. Do not

tug the cable or move this product with the power supply plugged into the outlet.
Doing so could damage the cable, possibly resulting in yre or electric shock.

To reduce the risk of electric shock, do not remove the cover.

No parts inside the product can be serviced by the user. If your product needs service
contact:
Compu-Video Systems Inc. at (845) 737-7009.

Usage Environment
Avoid using or storing this product in areas such as those listed below. Doing so could
damage the product or cause it to malfunction.
Areas exposed to heat or pames
Humid areas and areas where water is used
Handling this product
Do not drop or apply a strong force to this product or any included or connected parts.
Do not spill liquids around or inside this product or drop pammable objects around or
inside it.
Power Supply
Only use the supplied power supply which is designed speciycally for this product.
Do not allow the plug to come into contact with metal or water.
This Product is not designed for contact medical use
Do not use this product for medical applications that could result in patient contact.
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| Model | # Of Inputs |#Of Outputsl Controls | Special Features |

|DA-212| 2 | 2 Per Input | None | None

The DA-212 set includes a 12VDC @ 500mA power supply that plugs into 120VAC. A
220VAC unit is available by special order.

While the DA-212 has rubber feet for table top use, it can be wall mounted by simply using
the cover side pange mounting holes. (4) #8 screws are recommended for mounting.

Installation And Removal Of A Board
(BS) From The CH-1 Chassis.

1) Remove power from the system by unplugging the power pack from the power
source.

2) Remove the 2 screws holding the top cover on the chassis.

Removal of a BS:

A) Remove the 2 screws holding the front panel in place. For Short boards remove the
screw from the side of the card guide. Then unplug the board by gently pulling the
board towards the front of the chassis. Long Boards have the front panel attached to
the board, while short boards have a separate, blank front panel.

B) On the rear of the unit the connector board that must be removed if a complete boards
set is being changed. As there are no electronics on the rear board you do not need
to change it for repair purposes. Using a small Phillips head screwdriver, remove the
top and bottom screw from the connector panel. Carefully, holding on to a connector,
pull the panel away from the rear of the chassis. Put the main board and the connector
board together.

Fig. 1

Chassis Font & Board View
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Fig. 2

Standard Rear View

Installing a Board Set in an open slot:

A) Holding the board so that the components face up, carefully slide the board into the
slot. Seat the board in the mating connector in the motherboard. If you meet any
resistance, remove the board and check for bent pins and a misaligned mating
connector in the back of the slot. After correcting the error, reinstall the board. Then
for long boards (Fig.1) reinstall both screws that hold the board in place.

B) On the rear of the unit you need to install the connector yeld. Carefully align the top pin
on the back of the connector yeld with the top pin on the internal connector on the rear
of the chassis. There may be open slots on the connector in the chassis. After the
connector panel is installed, using a small Philips head screwdriver, install the two
mounting screws in the panel.

C) Once the boards have been removed/installed you can reconnect the video cables.
D) Attach a test monitor the recently installed BS and test for proper operation. Check
for video. If none is present, check the installation of the rear connector yeld for a
misalignment. Reset the rear connector panel and test again. Align the board as

speciyed.

E) For Short Boards (Fig 1), once the board has been adjusted, Install the blank front
panel on the CH-1 with the 2 small screws. Then reinstall chassis cover.

If any problems persist, call 845-737-7009 and ask for tech support.
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The green LED indicates the presence of video and the red LED indicates which position
the switcher output is viewing.

Fig. 3

Front Panel View
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